
D2 Base Daylight Switches

Some daylight switches used in Australia are designed for the “D2” style base.  The D2 - like the NEMA type - relies on pin connectors which insert and twist to lock in place.   
A difference is that the D2 base is wired inside a fixture.

PBM 2403 (L) Product Details Specifications

¬ The PBM2403 (L) is a PE cell that 
utilises the D2 base system.  This 
photoconductive cadmium sulphide 
(CdS) cell is designed for reliable long 
–term performance. The thermal relay is 
normally closed for fail safe operation.  
This unit is widely used in low voltage 
street lights and post top units where an 
easily replaceable PE Cell is required.

Code 101020

Type CdS

Rating 3 Amps

Normal Input 240V/50HZ (+/- 10%)

Operating Levels ‘ON’ 31.5-125 Lux ‘OFF’ <400 Lux

Construction Melamin Phenol Resin

Dimensions 26mm (Ø) 63mm (H) 51mm Cell Cover Length

Base D2 Type

                                         Pictorial is representative only. Specifications may change without notice.

Wire-In Daylight Switches

EYE Lighting’s range of wire-in automatic daylight switches are used to switch luminaires off once light levels rise to a pre-determined level. There are two types in the range; one 
for internal mounting and the other is weatherproof for external mounting.

AA-1068 Button Type Product Details Specifications

¬ The AA-1068 button photo-control 
is designed for internal mounting and 
is constructed using high impact, 
UV-stabilised polycarbonate.  The wire 
leads exit from the rear and the nipple 
fits through either the sheet metal side, 
die cast aluminium housing or plastic 
enclosure of a luminaire. The polymer 
encapsulated CdS cell is protected from 
the elements by locking out air and 
moisture. The clear plastic lens is UV 
stabilised and ultrasonically sealed for 
water tightness.

Code 101030

Type CdS

Rating 1200W

Normal Input 185V-305V

Operating Levels ‘ON’ 16 Lux (+/-10%) ‘OFF’ 65 Lux (+/-10%)

Time Delay Relay Transfer >30 Seconds

Temperature Range -40°C to +65°C

Construction
Polycarbonate Housing UV Stabilised Acrylic 
Window

Dimensions 52mm (L) 29mm (W) 22mm (H) 152mm

Leads 19mm Straight Nipple

                                         Pictorial is representative only. Specifications may change without notice.

PBL Types

PBL2403 3 Amp Product Details Specifications

¬ The PBL2403 3 Amp weatherproof 
CdS PE Cells are compact and ready to 
mount in an exterior environment. The 
leads are colour coded in standard colours 
(Red-Active, Black-Neutral, White-Load) 
to simplify installation and connection. 
The cell is supplied complete with its own 
mounting bracket and is suitable for pole 
or wall mount.

Code 101000

Type CdS

Rating 3 Amps

Normal Input 240V ±10%

Operating Levels ON' 10-80 Lux 'OFF' <400 Lux

Construction
Acrylic resin cover with polystyrene body, Steel 
Mounting Bracket

Weatherproof Yes

Dimensions 76mm (H) 64mm offset from wall

                                         Pictorial is representative only. Specifications may change without notice.
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PBL2406 6 Amp Product Details Specifications

¬ The PBL2406 6 Amp weatherproof 
CdS PE Cells are compact and ready to 
mount in an exterior environment. The 
leads are colour coded in standard colours 
(Red-Active, Black-Neutral, White-Load) 
to simplify installation and connection. 
The cell is supplied complete with its own 
mounting bracket and is suitable for pole 
or wall mount.

Code 101005

Type CdS

Rating 6 Amps

Normal Input 240V ±10%

Operating Levels ON' 10-80 Lux 'OFF' <400 Lux

Construction
Acrylic resin cover with polystyrene body, Steel 
Mounting Bracket

Weatherproof Yes

Dimensions 76mm (H) 64mm offset from wall

                                         Pictorial is representative only. Specifications may change without notice.

PBL2410 10 Amp Product Details Specifications

¬ The PBL2410 10 Amp weatherproof 
CdS PE Cells are compact and ready to 
mount in an exterior environment. The 
leads are colour coded in standard colours 
(Red-Active, Black-Neutral, White-Load) 
to simplify installation and connection. 
The cell is supplied complete with its own 
mounting bracket and is suitable for pole 
or wall mount.

Code 101010

Type CdS

Rating 10 Amps

Normal Input 240V ±10%

Operating Levels ON' 10-80 Lux 'OFF' <400 Lux

Construction
Acrylic resin cover with polystyrene body, Steel 
Mounting Bracket

Weatherproof Yes

Dimensions 76mm (H) 64mm offset from wall

                                        Pictorial is representative only. Specifications may change without notice.

Docklite

Docklite Product Details Specifications

¬ Body - The body consists of an adjustable 
arm and lamp housing.  The lamp housing 
is made from spun aluminium and 
accommodates a typical PAR-38 (120mm) 
lamp.  The adjustable arm extends to 
1060mm (42 inches) and is made from 
38mm square steel tubing.  Both are 
powder-coated in “Safety Yellow”.  All 
adjustable joints are fitted with heavy-duty 
zinc plated bolts, washers and lock nuts.

¬ Lens -The lamp housing is open without 
a lens cover.

¬ Reflector - The fixture utilises a lamp with 
an in-built reflector.  The reflector is renewed 
with each lamp change thus ensuring  
on-going high performance.

¬ Gear - No control gear is required when 
used with LED PAR lamp.

¬ Installation & Maintenance - The 
Docklite is supplied fully assembled with a 
flex cable (including a flat earth pin and plug) 
and zinc plated heavy-duty steel mounting 
bracket ready to be fixed to a wall.  A switch 
is recessed into the fixture arm for ease of 
operation.

¬ Lamp holder- E27

¬ Weight - 1.8 kg

 

Code 251600

Description Docklite D3 with 42" ARM (1060mm)

Type LED

Lamp* EYELITE PAR38 LED Lamp

Control Gear None required

Light Distribution Wide Beam

* Lamp Ordered Separately.  Pictorial is representative only. Specifications may change without notice.
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